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AGENDA TITLE: 
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PREPARED BY: 

Specifications and Advertisement for Bids for 16,000 feet of 
#477MCM Bare Aluminum Conductor 

July 1, 1998 

Electric Utility Director 

RECOMMENDED ACTION: That the City Council approve the specifications, and authorize the 
advertisement for bids for 16,000 feet of #477 bare aluminum 
conductor. 

BACKGROUND INFORMATION: The Electric Utility Department's Engineering Division has issued a 
work order to install new line extensions in the Stockton Street/ 
Neuharth Drive/Ackerman Drive loop. This work order will require 

about 8,000 feet of #477 conductor; the balance of the order will be placed in inventory for use on 
smaller jobs as they are scheduled. 

FUND1 NG: Electric Utility Department's Operating Fund 
1997-99 Financial Plan and Budget, Page 5 2 2 .  
Estimated Cost: $10,500 

BID OPENING: July 15, 1998 

Alan N. Vallow, Electric Utility Director 
* J d L y  NCLd- 

Prepared by Joel Harris, Purchasing Officer 

cc: Manager, Engineering and Operations 



EQUIPMENT SPEC IF1 CAT ION 

OVERHEAD CONDUCTORS, 477.0 KCM, BARE ALUMINUM (AACl 

GENERAL : 

This  s p e c i f i c a t i o n  i s  f o r  s t randed  aluminum overhead conductor ,  s u i t a b l e  
f o r  use  i n  t h e  C i ty  of Lod i ' s  12.0 kv overhead d i s t r i b u t i o n  system. 

SPECIFIC SPECIFICATIONS : 

477.0 KCM a l l  aluminum conductor (AAC), 19 s t r a n d ,  C l a s s  AA. Code Name: COSMOS. 

STANDARDS : 

The conductor  s h a l l  meet t h e  requirements  of t h e  l a t e s t  e d i t i o n  of t h e  
a p p l i c a b l e  "A, ASTM and ANSI s t anda rds ,  u n l e s s  o the rwise  noted i n  t h i s  
s p e c i f i c a t i o n .  

SHIPPING : 

Conductor t o  come i n  reels of  8,000 f e e t  (nominal) .  Each end of  t h e  conductor 
s h a l l  be f i rmly  secured  t o  t h e  reel .  No lagging  i s  requi red .  A l l  shipments 
s h a l l  b e ' p r e p a i d ,  F.O.B. Lodi ,  C a l i f o r n i a .  Reels s h a l l  be shipped up r igh t .  

REEL MARKING: 

Each reel  s h a l l  b e  marked wi th  a durable  l a b e l  s e c u r e l y  a t tached  t o  a 
f l a n g e  o f  t h e  r e e l  and p l a i n l y  marked s t a t i n g  t h e  d e s t i n a t i o n ,  t h e  pu rchase r ' s  
o r d e r  number, sh ipping  l eng th  of  conductor on ree l ,  weight  of reel  ( t a r e  
we igh t ) ,  t o t a l  weight o f  t h e  conductor on reel, type  and s i z e  of  conductor 
and code name. 

MAKE U p  AND LENGTHS: 

NEMA s t anda rd  code reel  /I6628 (66 in .  f l ange  d i ame te r ,  28 i n .  t r a v e r s e  width)  
s h a l l  be used. Conductor length  on each reel  s h a l l  be  8,000 f e e t  (nominal).  

ENGINEERING STANDARD 

OVERHEAD CONDUCTOR, PRIMARY, 477.0 KCM I CITY OF LODI 
ELECTRIC UTILITY DEPARTMENT 


